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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.
1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
2. All soil under slabs and all around external foundations to be treated
against termites.
3. All black cotton soil to be removed from below all building and paved
surfaces.
4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.
5. For all R.C works,refer to structural drawings.
6. Depth of foundation to be determined on the site to Structural Engineer
Approval.
7. Any discrepancy in dimensions to be reported to Architect before any work
commences.
8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.
9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:
(a) Foundations - 40mm
(c) Columns - 20mm
(e) Beams - 25mm
maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

(b)Bases - 40mm
(d) Staircase - 20mm
(f) Slabs - 25mm

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.
1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
2. All soil under slabs and all around external foundations to be treated
against termites.
3. All black cotton soil to be removed from below all building and paved
surfaces.
4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.
5. For all R.C works,refer to structural drawings.
6. Depth of foundation to be determined on the site to Structural Engineer
Approval.
7. Any discrepancy in dimensions to be reported to Architect before any work
commences.
8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.
9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm
maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.
1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
2. All soil under slabs and all around external foundations to be treated
against termites.
3. All black cotton soil to be removed from below all building and paved
surfaces.
4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.
5. For all R.C works,refer to structural drawings.
6. Depth of foundation to be determined on the site to Structural Engineer
Approval.
7. Any discrepancy in dimensions to be reported to Architect before any work
commences.
8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.
9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:
(a) Foundations - 40mm
(c) Columns - 20mm
(e) Beams - 25mm
maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

(b)Bases - 40mm
(d) Staircase - 20mm
(f) Slabs - 25mm

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.
1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
2. All soil under slabs and all around external foundations to be treated
against termites.
3. All black cotton soil to be removed from below all building and paved
surfaces.
4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.
5. For all R.C works,refer to structural drawings.
6. Depth of foundation to be determined on the site to Structural Engineer
Approval.
7. Any discrepancy in dimensions to be reported to Architect before any work
commences.
8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.
9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:
(a) Foundations - 40mm
(c) Columns - 20mm

(b)Bases - 40mm

(d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm
maximum tolerance to concrete covers is £5mm

10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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CONFIDENTIALITY STATEMENT.
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commencement of any works.

CONSTRUCTION.
1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
2. All soil under slabs and all around external foundations to be treated
against termites.
3. All black cotton soil to be removed from below all building and paved
surfaces.
4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.
5. For all R.C works,refer to structural drawings.
6. Depth of foundation to be determined on the site to Structural Engineer
Approval.
7. Any discrepancy in dimensions to be reported to Architect before any work
commences.
8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
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10. All reinforcement bars to be in accordance with b.s. 4449.
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(f) Slabs - 25mm

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
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surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
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5. For all R.C works,refer to structural drawings.
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Approval.
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2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm
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6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
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1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
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5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
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(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
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5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:

(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.
1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.
2. All soil under slabs and all around external foundations to be treated
against termites.
3. All black cotton soil to be removed from below all building and paved
surfaces.
4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.
5. For all R.C works,refer to structural drawings.
6. Depth of foundation to be determined on the site to Structural Engineer
Approval.
7. Any discrepancy in dimensions to be reported to Architect before any work
commences.
8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.
9. Unless otherwise shown concrete covers to main reinforcements shall be
as follows:
(a) Foundations - 40mm
(c) Columns - 20mm
(e) Beams - 25mm
maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

(b)Bases - 40mm
(d) Staircase - 20mm
(f) Slabs - 25mm

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
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GENERAL NOTES.

1. All dimensions are in - MM unless otherwise specified.

2. Dimensions to be read,not scaled. Only figured dimensions to be used.
3. Contractor to check and verify all dimensions on site before
commencement of any works.

CONSTRUCTION.

1. All slabs at ground level to be poured over 1000 gauge polythene sheeting
on 50mm thick murram blinding layer which on 300mm hardcore fill.

2. All soil under slabs and all around external foundations to be treated
against termites.

3. All black cotton soil to be removed from below all building and paved
surfaces.

4. Building to be clear of black cotton soil within 3m outside the perimeter
wall.

5. For all R.C works,refer to structural drawings.

6. Depth of foundation to be determined on the site to Structural Engineer
Approval.

7. Any discrepancy in dimensions to be reported to Architect before any work
commences.

8. All construction work is to comply with the latest K.B.S. and mesh fabric to
be made from cold worked steel bars in accordance with b.s. 4483. standard
codes of practice, Local Authority By-Laws,and Fire regulations.

9. Unless otherwise shown concrete covers to main reinforcements shall be

as follows:
(a) Foundations - 40mm (b)Bases - 40mm
(c) Columns - 20mm (d) Staircase - 20mm
(e) Beams - 25mm (f) Slabs - 25mm

maximum tolerance to concrete covers is £5mm
10. All reinforcement bars to be in accordance with b.s. 4449.

MECHANICAL.

1. All plumbing and drainage to comply with local authority regulations.

2. All service ducts to be accessibles from all floors.

3. SVP denotes soil vent pipe to be provided at the head of the drainage.

4. P.V permanent ventilation,to be provided on all doors and windows except
bathroomand water closet doors.

5. All underground foul and waste drain pipes shall be upvc to comply with Bs
5255.

6. All inspections chamber covers and framing shall be cast iron to comply
with Bs 497 table 2 grade A.

7. The storm drain pipe to comply with Bs 556 minimum slope in the drain
pipe is 1%.

8. All testing of pipes must be done before plastering.

CONTRACTOR.

It is the Contractor's responsibility to bid the project as a complete job. Any
standard items not shown shall be brought to the attention of the Architect or
Owner, and included in the bid. It is the Architect's responsibility to review this
document and clarify any discrepancies prior to starting this project.

Client

Project

Proposed Youth Centre
in Dhusarameeb, Somalia

NOTES
|. ALL SOCKET WIRING TO BE 2.5MM
2. ALL SWITCH & LIGHTING WIRING
TO BE |.5MM
3. ALL EARTH WIRE TO BE 2.5MM

LEGEND

DB CIRCUIT BREAKER

2 GANG SOCKET WITH SWITCH
| GANG SOCKET WITH SWITCH
DOUBLE SWITCH GANG

SINGLE SWITCH GANG
TRIPPLE SWITCH GANG

LED LIGHT FIXTURE

LED LIGHT FIXTURE

FAN CONTROL

CEILING MOUNTED SWEEP FAN

EARTH CONTROL
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